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PREMIUM MANGANESE DIOXIDE FILTER MEDIA 

 
 

PM-200 is an NSF 61 approved, catalytic adsorptive, natural manganese dioxide 
(Mn O2) ore that is selected for its capacity to attract heavy metals, such as iron 
and manganese, and for the co-precipitation / filtration of arsenic.  The media will 
remove other contaminants such as hydrogen sulfide and radium.  Manganese 
dioxide does not affect the pH, or the alkalinity, of the filtered water, and does not 
add any extraneous species during treatment.  Pureflow Filtration is the exclusive 
North American distributor for this exceptional grade of manganese dioxide filter 
media. 
 
 
PM-200 can operate at flux rates up to 15 gpm / square foot, depending on the raw 
water quality / contaminant levels.  Contaminants in the raw water (arsenic, iron, 
manganese, hydrogen sulfide, etc.) can be removed with or without oxidant 
pretreatment, by adsorption on to the filter media.   
 
Manganese dioxide can be used as a disposable filter media, or if used without a 
pretreatment oxidant it can be regenerated using sodium hypochlorite, or 
potassium permanganate dosage during a backwash cycle.   
 
Manganese dioxide can also be used as a permanent filter media by feeding an 
oxidant such as sodium hypochlorite, or chlorine, ahead of the filter to oxidize the 
contaminants.  When used as a permanent media the filter is backwashed on a 
regular basis (as least once / day), at 18 – 20 gpm for four (4) minutes @ 20°C 
(69°F). 
 
Manganese dioxide can be used for potable water, bottling, brewery and soft drink 
manufacturing, and can be used in pressure and gravity filters. 
 
For additional information, product or technical data sheets ( Bulletin No. P-120.3 ), 
and MSDS information, please refer to our website or contact us at the telephone 
number listed below: 
 

 
 

PUREFLOW FILTRATION DIV.© 
 

6739 Washington Ave. / Whittier, CA 90601 
 

Phone 800-926-3426         Fax 562-693-5257 
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